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| Abstract

A generalized 1ife and reliability model is
presented for paraliel shaft geared prop-fan and
turboprop aircraft transmissions. The transmis-
sion life and reliability model is a combination
of the individual reliability modelc for all the
pearings and gears in the main load paths. The
bearing and gear reli-oility models are based on
classical fatigue theory and the two parameter
Weibull failure distribution. A computer program
was developed to calculate the transmission life
and reliability. The program is modular. In its
present form, the program can analyze five differ-
ent transmission arrangements. However, the pro-
gram can be modified easily to inciude additional
transmission arrangements. An example is included
which compares the 1ife of a compound two-stage
transmission with the life of a split-torque, par-

- allel compound two-stage transmission, as calcula-

ted by the computer program. s) )
Nomenclature i

C component dynamic capacity, N

D component or transmission dynamic capacity,

N-m
F component load, N
L component or transmission life, million cycle

R component or transmission reliability
T transmission output torque, N-m
Subscripts:

a first component

b seccnd component

c third component

i ith component

1 numger of components

t transmission

10 90 percent reliability

Superscripts:

¢ Weibull slope

p load-life factor

[ntroduction

Cne important measure of the performance of
turboprop transmissions is the service time
between scheduled maintenance overhauls. In the
design of new prop-fan and turboprop aircraft pro-
pubsiuie systems, service tife calcuiations are
required. Tools that assist the transmission
designer in comparing different configurations on
a common life and reliability basis for a given
mission spectrum loading before the transmissions
are constructed are quite valuable. By determin-
ing transmission system Jife as well as component
lives, weak links in a design can be identified
and strengthened. This enables the designer to
bring forward the best configuration and configu-
ration embodiment possible to the final design
stage of a transmission's development from a life
and retiability standpoint.

Computer programs are available for life
analysis of various vearings ang bearing shaft
arrangements based on the classical fatigue theory
of Lundberg and Pa]mgren.'-2 This theory has also
been applied to the analysis of fatigue life for
spur and helical gear sets.3- [n previous papers,
the 1ife and reliability of helicopter planetary
and bevel transmissions have been developed as
functions of the lives and reliabilities of the
transmission component bearings and gears.s‘

The 1ife models assume that the transmission
is adequately lubricated and that the components
are well designed. for gears, this means that
sufficient rim thicknesses and proper materials
are used to prevent premature tooth breakage fail-
ures. It is assumed also that the tooth form
geometry and lubricant are adequate to avoid gear
tip scoring. Both of these modes of failure are
preventable with adequate design. The life
models assume steady power operation with minimal
start-up or deceleration shock loading. The gas
turbine power source of the turboprop engine pro-
vides this type of power input.

Surface pitting in the full load region of
the gear tooth faces and in the bearing races is
not preventable, however, due to the lack of a
surface endurance limit for high strength steels.'-7
Both elements will fail eventually in surface pit-
ting regardless of the loads. Also, if similar
components operate at the same conditions, they
will exhibit a scatter in surface pitting fatigue
Vife. Thus, statistical methods, such as the two
pdairameter n2i0uti disliibution dre commonly used
in predicting fatigue life.
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In the present work, a computer program pre-
dicting life and reliability for parallel shaft
gear transmissions of various configurations is
presentec. The transmission system life and reli-
ability mecel is a combination of the component
reliabitvit,; mode!s. The components included in
the system mode! are the bearings and gears in
the mair lcad patnhs. The component life and reli-
ability rmocels ara based on the two parameter
Weibull cistribution. The component 1ife models
are the zame as was done in previou; life model-
ing of relicopter transmissions.8-19  The major
contriburicn of tne present work is the addition
of paral’s’ shaft transmission configurations and
the medular structure of the computer program.

The computer model was written as a modular
program so that many different transmission con-
figurations could be treated with the same system
analysis routine. In the present state of devel-
cpment, the program can treat a variety of paral-
lel shaft transmission configurations. These
include: /1Y sirqgle pass gear iransmissions, (2)
compound gear transmissions, (3) parallel com-
pound gear transmissions, (4) star gear transmis-
sions, ard (S) planetary gear transmissions.

These configurations were chosen to model the
variety of turboprop transmissions in use today.
Due to tre modular form of the program, additional
transmission configurations can be added easily to
model transmission concepts not included in the
original five basic configurations.

The program also incorporates a modular
approach to the determination of the transmission
system life and dynamic capacity. In the program,
a common block property array is used to store
transmisston component information. The program
then uses configuration independent subroutines
to perform the system life and dynamic capacity
analyses with the data in the common block. Con-
figuration specific subroutines are used to pre-
pare the common block property array for analysis
and to display the results of the analysis. HWith
this structure, the program can be easily expanded
to incluce additional transmission configurations.

System Life Analysis

The 'ife and reliability model of this analy-
sis is Palmgren‘s.]z originally developed for
rotling eiement bearings:

p
¢
o[

where Lig 1is the life of the component for a

90 percent probability of survival, F is the
equivalent applied load, C is the basic dynamic
capacity of the component and p s the load-life
factor. The basic dynamic capacity is the equiva-
lent loac at which 90 percent of the components
will survive one million load cycles. This egua-
tion describes a load-l1ife relationship for which
there is no endurance limit.

The mode! frr +ha comprpent Vife 15 a func-
Lion of "vad i3 noimaltly combined with the two
parameter Weibull distribution for probability of
survival, R, as a function of life, L, at a given
load. [Ir terms of the 90 percent probability of
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survival life, Ljg. and the Weibull slope, e, the
two parameter Weibul! distribution can be
expressed as:

/ e
o () (1) () @

The Weibull slope characterizes the shape or skew-
ness of the distribution. For bearings, and to a
lesser extent for gears, the life distribution is
skewed high, with a larger percent of failures
occurring before the mean life than after it.

The model for the system life of a transmis-
sion was chosen by comparing the transmission
which is composed of load carrying gears and bear-
ings to a chain of links. Just as a chain fails
when any single link breaks, the transmission is
considered to be failed when its first component
has failed. This assumption yields conservative
estimates of system failure events and is termed
the "strict series probability model." 1In this
modei, the probability of survival of the system
is equal to the product of the probabilities of
survival of all the components.

n
« ] ” "
Rt=Ra Rb RC Rn=HRi (3

i=a

The strict series probability mode! is justi-
fied on the basis of the high speed of transmission
components and the spray effect of loose debris.
If any component fails, debris may be present in
the transmission which could accelerate the fatigue
damage in other components. So, if any single
element in the transmission has failed, the trans-
mission must be overhauled to return the transmis-
sion to its initial state of high reliability.

The log of the recipreocal of Eg. (32 is:

Q
o) el @

i=1

Substitution of Eq. (2) into Eq. (4) for each
component yields:

n ei

. n
1.0} (u t
-9 (Rt ) "o \0'9> E (Lno) 2

i=1

In this equation, Ly s the life of the entire
transmission for the system reliability, Ry, It
is also the life of each component in the trans-
mission at the same system reliability, Rt. To
make this equation valid, all the component lives
must be expressed in the same time base, such as
million of transmission output shaft rotations.

This relation is not a simple two parameter
Weibull relationship between system life and sys-
tem reliability. The equation would be a true
twe carameter Weibull distribution only in the
case for which all the Weibull exponents, e, were
equal. For the general case in which this is not
true, the equation can be solved numerically for
transmission reliability, Ry, as a function of
transmission life, Ly, and plotted on Weibull
coordinates.
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This plot of percent probability of failure
versus transmission life can be approximated by a
straight line quite easily. As an example in this
work, the straight line approximation is obtained
with a linear regression in Weibull coordinates
over the range 0.5 < Ry ¢ 0.95. The slope of this
straight line approximation is taken as the trans-
mission weibull slcpe, e¢, and the life at which
the transmission reliability, Ry, equals 90 percent
for the straight line relationship is taken as the
transmission 90 percent reliability 1ife, Lyjo.
The equation for this fitted Weibull relation is:

e
] Le )
Log |z 2] e [; (6)
: £10

System Dynami¢ Capacity

The analysis for the transmission dynamic
capacity proceeds in a similar manner. The basic
dynamic capacity for the system, D¢, is the trans-
mission output torque which will result in a
90 percent reliability transmission 1ife of one
million output shaft rotations. For these condi-
tions, £g. (5) becomes:

i:]

where the components lives ar expressed in terms
of million of transmission output shaft rotations.
By replacing the actual and basic dynamic compo-
nent loads with the corresponding transmission
output torques, Eq. (1) can be expressed as:

(8)

where Dj is the component dynamic capacity in
units of output torque, Ljy1g is the component

90 percent reliability 1ife and T 1is the trans-
mission output torque which produces that component
1ife. For a 90 percent relfability transmission
1ife of one million output rotations, T becomes
the transmission dynamic capacity, D¢. Substitut-
ing £q. (8), with T = Dt into Eq. (7) for each
component, gives:

(9

where D¢ 15 the basic dynamic capacity of the
transmission in units of output torque. This
equation can be solved for Dy by iteration.

A series of 90 percent reliability lives for
the transmission can be determined with Eq. (6)
for a series of applied transmission loads. A
log-log plot of output transmission torque versus
transmission 90 percent reliability 1ife can then
be obtained over a rarge of output tcrgues which
varies from 10 to 100 percent of the dynamic
capacity as found from £q. (9). The slope of a
least squares fit to this data is the negative of
the reciprocal of the load-life exponent, p¢, for

the transmission. The transmission dynamic capacity

is taken as the output torque on the regression
line which rorresponds to a 90 percent reliability
life of one miliion output shaft rotations.

Computer Life Analysis Program

The structure of the computer program which
performs these analyses is described in the block
diagram of Fig. 1. In this program, a common
block array for properties is used to separate the
component and transmission property values from
the analysis subroutines. This array is two-
dimenscrai - its rows correspond to specific com-
ponents with the first r~ow containing the values
for the entire transmission, and its column con-
taining va'lues for specific properties. Since the
subroutines which determine the transmission life
and dynamic capacity interface solely with this
property array, they are thus separated from any
specific transmission configuration. The system
analysis sutroutines worg in an identical manner
for all transmission configurations considered.
Thus, cother configurations can be added to the
program by adding component property determina-
tion subroutines only.

As indicated in the figure, the program con-
sists of a main program, a series of configura-
tion specific subroutines, some generic component
property analysis subroutines, the system analysis
subroutines and the common block. The main pro-
gram selects the routines to be used in the analy-
sis and sequences their operation. The series of
configuration specific subroutines input the con-
figuration data, perform component force and life
analyses with the help of the generic component
property analysis subroutines, fill the property
array, call up the system analysis routines, and
finally print out the analysis results for the
system and the components.

Transmission Confiqurations

The paraltel axis transmissions treated by
this program are: (1) single pass gear transm's-
sions, (2) compound gear transmissions, (3) paral-
iel compound gear transmissions, (4) star gear
transmissions, and (5) planetary gear
transmissions.

The single mesh gear transmission illustrated
in Fig. 2 is composed of two gears and two shafts.
The gears are in mesh, and both the input and out-
put shafts are suppcrted by two bearings each.

The transmission life and dynamic capacity analy-
ses are based on the lives and capacities of the
two gears and the four bearings.

The compound gear transmission illustrated in
Fig. 3 has two or more meshes and three or more
gear shafts arranged in a single power path con-
figuration. These transmissions contain a minimum
of six bearings and four gears. For each addi-
tional mesh, two more gears and two more bearings
are 24ded. As with all the cases, the cited bear-
ings and gears are the transmissicn components

which influence the transmission life and capacity.

The parallel comnound gear transmission shown
iofiy. o+ owus single input and output gears with
split path power transfer through multiple inter-
mediate gear shafts. These intermediate gears
shafts need not be placed symmetrically around the
input and output gears. This type of transmission
includes an input and an output gear and multiple
intermediate shafts with two gears each which mesh
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with the input and output gears. The four bear-
ings on the input and cutput shafts and two addi-
tional bearings for each intermediate shaft are
aiso included in the transmission.

The star gear transmission shown in Fig, §
has concenti. iz put and output external gears,
with multiple intarmediate gear shafts placed sym-
metrically around tne ccmmon input and output
shaft centarline. Tnis type of transmission has
an input and an cutput gear and multiple interme-
diate sha®ts witn twn gears each which mesh with
the input and 2utcut jears. Due to the symmetry
of gear '-ading, tre lcaags on the four bearings
con the irzot and 2utout shafts cancel to zero and
thus the rcearings are nct included in the life and
gynamic capacity analyses for these transmissions.
However, <he lives and capacities of two bearings
for each intermediate shaft are inciuded in the
transmission anaiysis.

The olanetary gear transmission illustrated
tn Fig. 6 has a fixed ring gear, an input sun gear
and output power taken from the planet carrier.
Single bearings are placed in the centers of the
planet gears. The life and capacity analyses of
these transmissions include the 1ives and capaci-
ties of all the gears and planet bearings.

Examples

An in-line double mesh compound gear trans-
mission is shown in Fig. 7. This transmission has
an input speed of 14 000 rpm, an output speed of
2 000 rpm and a power rating of 300 kW. The first
reduction is 7:3 and the second reduction is 3:1.
Table 1 itemizes the component loads, component
dynamic capacities in terms of transmission output
torque, and 90 percent reliability lives of the
comporents in million output rotations. The
Weiopu * slopes for the bearings were given to be
1.21.2 wnile those for the gears were given to be
2.5.3-7 The load-life exponents for the bearings
were given to be 3.0 for the ball bearings and
3.33 for the roller bearings' while those for the
gears were given to be 4.3.3-

By crogram analysis, this transmission has a
30 percent reliability 1ife of 213 million output
cycles or 1779 hr, a dynamic capacity of 5.80 kN-m,
a Weibul! c<lope of 1.61 and a load-1ife factor of
3.75.

For comparison purposes, change this trans-
mission to a parallel compound gear transmission
with a second intermediate shaft identical to the
first and located 95° from the first, as shown in
Fig. 8. Table 2 itemizes the loads, dynamic
capacities and 90 percent reliability lives of
the compcnents in this configuration.

Bv orogram analvsis this transmission has a
90 gercen. reliability 1ife of 1026 million output
cycles or 8550 hr, a dynamic capacity of 10.18 kN-m,
Songits’t 2lape ~F 1 T8 ang o igad-iiTe factor of
3.60.

Adding the second power path reduced gear and
bearing 'nads and thus increased the transmission
life by almost four times and increased its dynamic
capacity by 75 percent. Naturally, i: increased
the transmission weight as well. Figure 9 is a

Weibull probability plot of the lives of the com-
pound gear transmission and the parallel compound
gear transmission. Other variations of this
transmission could easily be evaluated for life
and capacity.

Concluding Remarks

A generalized life and reliabiiity model for
parallel shaft geared prop-fan and turboprop air-
craft transmissions was presented. The transmis-
sion life and reliability model is baced on a
combination of the component reliabilitv and tife
models. The components included in the system
model are the bearings and gears in the main load
paths. The component lives and reliabilities are
based on the two parameter Weibull failure distri-
bution life-reliability mode! and the Palmgren
classical fatigue load-life model. The theory of
the reliability and dynamic capacity models was
presented, including the approximations necessary
to make the system models take on the same form
as the component models.

A modular program was described which includes
five separate transmission configurations. The
intent of the program is to enable the designer
to bring forward the best configuration and con-
figuration embodiment possible to the final
design stage of a transmission's development from
a life and reliability standpoint.

The components included in each configuration
system model are the bearings and gears in the
main load path. The program uses a two-dimensional
property array to separate the system analyses
from configuration specific force and motion
analyses. With this separation, it is easy to
expand the program to include additional transmis-
sion configurations.

Finally, examples are included to compare
two transmission configurations from a life and
dynamic capacity standpoint. The parallel com-
pound transmission with a second load path com-
pared to a simple compound transmission with
identical components had a life which was more
than five and one-half times greater and a dynamic
capacity which was 75 percent greater than that
of its simpler and iighter counterpart.
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TABLE 1. - COMPQUND TRANSMISSION COMPONENT LOADS,
CAPACITIES, AND LIVES

Component Load Weibull | Load-life | Capacity Life
F, slope factor D, Lio.
kN e p kN-m million

cycles

Ist fnput 1.25 1.2 .0 36.34 16 317
bearing

2nd input 4.15 1.2 .3 11.25 898
bearing

Input gear 2.90 2.5 .3 9.91 4 082

Tst inter- 2.90 2.5 .3 11.15 6 787
mediate gear

1st intermedi- 2.52 1.2 .3 28.66 19 682
ate bearing

2nd tntermedi- 6.10 1.2 .0 11.80 559
ate bearing

2nd inter- 8.13 2.5 .3 5.87 429
mediate gear

Qutput gear 8.13 2.5 3 6.84 829

1st output 11.61 1.2 .3 10.14 638
bearing

2nd output 3.48 1.2 .0 34.75 14 279
bearing

System | w--e- 1.61 .75 5.80 213
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TABLE II. - PARALLEL TRANSMISSION COMPONENT LOADS,
CAPACITIES, AND LIVES

Component Load | Weibull Load-1ife | Capacity Life
F, slope factor . Lo,
kN e p «kN-m miltion

cycles

1st input 0.84 1.2 3.0 53.78 52 919
bearing

2nd input 2.80 1.2 3.3 16.65 3 275
bearing

Input gear 1.45 2.5 4.3 19.81 40 206

Ist inter- 1.45 2.5 4.3 22.30 133 694

mediate gear
1st intermedi- .93 1.2 3.3 78.13 538 557
ate bearing

2nd intermedi- | 3.05 1.2 3.0 23.60 4 472
ate bearing

2nd inter- 4.07 2.5 4.3 11.73 8 452
mediate gear

Output gear 4.07 2.5 4.3 13.67 8 170

Ist output 7.85 1.2 3.3 15.01 2 327

bearing

2nd output 2.35 1.2 3.0 51.44 46 304

bearing

System —— 1.25 3.60 10.18 1 026
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MAIN PROGRAM
GEAR SINGLE SYSTEM
MESH LIFE
TRANSMISSION
BALL
BEARING
COMPOUND SYSTEM
GEAR DYNAMIC
ROLLER | TRANSMISSION CAPACITY
BEARING
COMPONENT CONFIGURATION PROPERTY SYSTEM
ROUTINES ROUTINES ARRAY ROUTINES

R ot

COMMON BLOCK

FIGURE 1. - PROGRAM STRUCTURE.
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FIGURE 2. - SINGLE MESH GEAR TRANSMISSION.
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